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Colorado Department of Transportation
Structure Inspection and Inventory Report (English Units)

Element Inspection Report

Highway Number (ON) 5D: 470A _
Mile Post (ON)11: 13.900 mi

Elm/En Description Units(Total Qty %in1CS1(%in2CS2%in3CS3/%in4CS4%in5 CS5

26/4 |Conc Deck/Coatd Bars (SF) 11,7571100 %11,757, 0 % 0 0% 0 0% 0 0% 0

104/4 |P/S Conc Box Girder (LF) 849100 % 849 0% 0 0% 0 0% 0 0% 0

210/4 |R/Conc Pier Wall (LF) 28100 % 28 0% 0 0% 0 0% 0 0% 0

215/4 |R/Conc Abutment (LF) 110100 % 110 0 % 0 0% 0 0% 0 0% 0

302/4 |Compressn Joint Seal (LF) 110100 % 110 0 % 0 0% 0 0% 0 0% 0

321/4 |R/Conc Approach Slab (EA) 2100 % 2 0% 0 0% 0 0% 0 0% 0

325/4 |Slope Prot/Berms (EA) 2100 % 1 0% 1| 0% 0 0% 0 0% 0

326/4 Bridge Wingwalls (EA) 4 0% 0100 % 4 0% 0 0% 0 0% 0

331/4 |Conc Bridge Railing (LF) 566100 % 566 0 % 0 0% 0 0% 0 0% 0

340/4 |Superstr Cnc Coating (EA) 1100 % 1 0% 0 0% 0 0% 0 0% 0

341/4 |Substr Conc Coating (EA) 1100 % 1 0% 0 0% 0 0% 0 0% 0

Elem/Env Description Element Notes

26/4 Conc Deck/Coatd Bars 4 inches of asphalt. A few longitudinal and random cracks that have been sealed.

104/4 P/S Conc Box Girder Exterior looks good with only a short longitudinal crack with efflor., at the centerline
of the bottom flange, near Abutment 1. The Left edge of Span 1 is scuffed from a
high load, above the Right Southbound Wadsworth shoulder. Vehicle scrape in
Span 2 above left turn lane, see 2012 PHOTO.

210/4  R/Conc Pier Wall Looks good.

215/4 R/Conc Abutment Look good.

302/4 Compressn Joint Seal Located between approach slabs and roadway pavement. Asphalt cover has
cracking at the both ends, and has been sealed in the past. Asphalt over the both
joints has a 0.5 to 1.0 inch wide crack currently.

321/4 R/Conc Approach Slab Covered with asphalt. Look good.

325/4 Slope Prot/Berms The slope along wingwalls is settled; 6 inches at the Right Forward corner, 7 inches
at the Left Forward corner, and 7 inches at the Left Rear corner. Settled 1 inch
minimum at the face of both abutments. Light to moderate transverse and diagonal
cracks in both, with slight buckling at the toe of #1, and buckled up to 3 inches high
near the base of the slope between the 2 bridges.

326/4 Bridge Wingwalls Light random cracks with moderate to heavy efflor. at #1 Left, #3 Left, and #3 Right.
Subwing closure walls are spalled as noted: # 1 left spalled 17 in wide x 28 in tall x
8 in deep; #1 right spalled 16 in wide x 20 in tall x 8 in deep; #3 left spalled 16 in
wide x 8 in tall x 3 in deep; # 3 right spalled 15 in wide x 48 in tall x 8 in deep with a
7 ft deep void behind wing and beneath approach rdwy, see 2012 PHOTO. All
spalled areas have rebar corroded with up to 50% loss, but #3 right has some rebar
failed with up to 100% loss, see 2012 PHOTO.

331/4 Conc Bridge Railing Jersey barriers have typical light vertical cracks, and many scuffs from tires and
scrapes from vehicles.

340/4 Superstr Cnc Coating On girders and bridge rail. Scraped by a high load in Span 1, on the Left side. A
few scrapes on the rail.

341/4 Substr Conc Coating On wings, abutments, pier wall, and slope paving. Some peeling on the slope
paving.
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Highway Number (ON) 5D: 470A _

Colorado Department of Transportation _
Mile Post (ON)11: 13.900 mi

Structure Inspection and Inventory Report (English Units)

Maintenance Activity Summary

MMS Activitv Description Recommended Status Taraet Year Est Cost

353.08  Br Dk Rpr 1/3/2002 1] 2014 1000 |

Seal the asphalt along the compression seals between approach slabs and approach roadway.

360.02 AppSI&S 3/6/2012 _ 2014 ' 2000

Fill 7 ft. deep void behind sub wing closure wall at right forward corner.

358.99  Substr 1/3/2002 1] 2014 | 20000 |

Repair closure walls below approach slabs at all 4 corners, as per Centennial Engineering letter of
1989.

Bridge Notes
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Highway Number (ON) 5D: 470A _

Colorado Department of Transportation _ .
Mile Post (ON)11: 13.900 mi

Structure Inspection and Inventory Report (English Units)

Inspection Notes

Time: 11:05 Temperature: 66 Degrees Weather: Clear Team Leader: JWB

Scope:

NBI: Element: D Underwater: D Fracture Critical: D Other: Type: Regular NBI

Inspector: BUTKOVICHJ Inspection Team:

Inspection Date: 03/06/2012

Inspector

Inspector

Fri 3/30/2012 11:04:23
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